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Thanks for purchasing our Morimoto Sealed7 2.0 LED Headlight kit. They’re among the best headlights we’ve 
seen in any car, regardless of age or price. If you have any questions during installation or suggestions for 

improvement to the product or the instructions - please don’t hesitate to call or email.

Rev 1.1

MORIMOTO SEALED7 2.0 LED HEADLIGHTS
28-10400
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INSTALLATION INSTRUCTIONS

WARNING: Not everyone can perform every installation. It is critical that you be honest 
with yourself in regards to your ability. We’re more than happy to help, but there are 
only so many things we can do from the other end of a phone / computer. If in doubt, 
discuss the install with us before you dive in. Improper installation could cause injury 

and / or death!

Required tools:
• Phillips screw driver
• 8mm socket and ratchet
• Trim panel tool

1. Open the hood and raise the headlights 
using the button on the center of the dash. 

2. Remove the plastic headlight surround by 
removing the four Phillips-head screws, two 
on either side of each headlight (1, only two 
visible). With the screws removed work the 
surround off of the headlight assembly.

3. Locate the four bolts holding the headlight 
cover to the assembly (2). We recommend 
marking the position of all of the headlight 
cover bolts with either a marker or tape so it 
can be reinstalled in the exact same position 
as it was removed from (3). Loosen them 
using an 8mm socket and pull the cover up to 
remove.

4. The old headlight is held in with a chrome 
retaining ring secured with three screws (4). 
Loosen each of the three screws each until 
the retaining ring is able to rotate slightly 
counter-clockwise. Support the light (to keep it 
from falling out) as you pull the ring off of the 
assembly. Now pull out the light and unplug 
the electrical connector.

5. On the backside of the new light, locate 
the vent cap at the top of the light. It will be 
the one located furthest away from where the 
harness attaches. Remove the outer cap as 
well as the inner rubber vent piece and install 
the supplied 5/16” vinyl cap (5). It is a tight 
fit. We have confirmed with the supplier that 
sealing one of the vents will not hinder the 
function nor damage the light in any way. 

• Paint marker or masking tape
• Pliers (optional)
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INSTALLATION INSTRUCTIONS

6. Install the new light into the bucket making sure that it is 
right side up and seats properly. Install the retaining ring and 
rotate it clockwise so that the all three screws catch each 
flange. It will only go on one way. Tighten the screws enough 
to secure the ring in place without bending the flanges. The 
screws will not likely bottom out (6).

7. Locate the rubber flap below the headlight. Leaving the 
flap in place could result in scratches on the lens. You can 
either pry out the three plastic rivets and remove the 
flap or trim the flap instead. You will want to make sure 
that the flap does not contact the lens at any point in 
the headlight travel. To check this, unplug the motor 
and then use the knob on top of the motor to manually 
cycle the headlight. Note that the retaining clips often 
break during removal, so if you wish to remove the flap 
to make the cut, be prepared to replace those clips. The 
image to the right shows the flap removed.

8. Locate the H13-H4 adapter harness. The H13 end 
plugs into the headlight and the H4 end plugs into the 
Miata harness. 

9. There are three auxiliary wires coming out of the 
back of the assembly. They are optional DRL and 
turn signal lights that can be wired if you choose. The 
diagram to the right shows the function of each wire. 
Those optional lights ground through the primary 
connector. Since the NA typically has the headlights 
down unless the lights are on, these lights will not serve 
much of a purpose.

10. Once all of the wiring is completed it needs to be 
properly secured. Use the supplied zip-ties to properly 
secure the wiring in such a way that it will not get 
pinched or pulled on when the headlights are cycled up 
and down. Pay special attention to the arm that limits 
the headlights as that is a likely pinch point (7).

11. Reinstall everything in the reverse order 
of removal. Before installing the plastic headlight 
surrounds, check the alignment of the head light covers 
and make adjustments as needed to have the headlight 
covers line up properly with the hood, fenders, and bumper.

12. Due to the significantly higher output of these lights it is highly recommended to adjust 
the vertical aim of the lights to ensure you are not blinding oncoming traffic. To do this, park 
the car on flat ground ~20ft from a wall. Measure from the ground to the center of the lower 
projector lens (8). Now place a piece of tape on the wall with the bottom edge 2” lower than the 
height of the headlight. With the lights on, use the up & down adjuster screw (9) to adjust the 
beam until the very top of the beam lines up with the bottom edge of the tape. 
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