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Thanks for purchasing the ILMotorsports soft top seal kit. If you have any questions during installation 
or suggestions for improvement to the product or the instructions - please don’t hesitate to call or email.

Rev 1.0

ILMOTORSPORT SOFT TOP SEAL KIT
M29-19100
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INSTALLATION INSTRUCTIONS

WARNING: Not everyone can perform every installation. It is critical that you be honest 
with yourself in regards to your ability. We’re more than happy to help, but there are 
only so many things we can do from the other end of a phone / computer. If in doubt, 
discuss the install with us before you dive in. Improper installation could cause injury 

and / or death!

Required tools:
• Phillips screwdriver
• Trim panel removal tool
1. We recommend working on one side at 

a time so that you have something to 
reference when installing the new seals.

2. Open the soft top to expose the fasteners 
that hold on specific sections of the soft top 
seals. Near the soft top latch, remove the 
two screws that retain the front seal (1). 
Near the seat belt tower, locate the bottom 
of the rear soft top seal. Within the recesses shown (2), are two 
plastic retaining clips. Remove them with a trim panel tool. Try 
to get them out in one piece, but don’t worry if they break as 
these new seals come with new clips.

3. Fold up the top without closing it. Starting at one end, pull each 
seal away from the metal retaining channels that hold them.

4. To install the new seals, determine the correct orientation of 
each piece. Reference the opposite side if need be. Starting at 
one end of the seal, press it onto the rail so that the rail tabs fit 
into the appropriate grooves within the seal. It is easiest to get 
the inside portion of the seal seated onto the rail first and then 
gently work the outer bead of the seal into the rail as shown 
in the two images at the bottom of this page. Be sure to seat 
the two plastic clips at the base of the rear seal and reinstall 
the screws on the front seal after the seals are fully 
seated into position.

5. Repeat the same procedure for the opposite side. 
6. Just these new seals should make a big difference 

in sealing out the elements. Go for a drive and as 
long as there is no wind noise specific to the window 
seals, you’re all done. If you find that there is still a 
fair amount of wind 
noise or leaking, first 
double check that 
all the new seals are 
fully seated onto the 
rails and that their 
joints fit together 
flush when the top is 
closed. 
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7. If there are still issues, it may be necessary 
to adjust the seals to fit better against 
the windows. You can typically determine 
which seals need to be adjusted by looking 
for either an air gap or very little window-
to-seal contact. 

8. To adjust the seals, remove them from 
their mounting rails to expose the 
adjustment screws for the rail (3). Adjacent 
rails may also require adjustment to ensure 
that the ends of the seals end up flush 
with each other. The screw holes in the 
rails are slotted which allows you to adjust 
the seal position to make better contact 
with the window. Loosen the screws 
enough to be able to slide the mounting 
rail away from the center of the car, then 
re-tighten the screws. Reinstall the seals, 
reevaluate, and make further adjustments 
as necessary.
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Note: center rail shown, which has just two 
screws. The forward and rear rails both have 
three adjustment screws.


