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Thanks for purchasing this LED light kit. This kit allows you to brighten up your gauge lighting with efficient and 
long-lasting LEDs, while also providing the option to change the original light color. If you have any questions 
during installation or suggestions for improvement to the product or the instructions - please don’t hesitate to 

call or email.

Rev 1.0

LED GAUGE FACE LIGHT KIT FOR NA/NB
23-164XX
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INSTALLATION INSTRUCTIONS

WARNING: Not everyone can perform every installation. It is critical that you be honest 
with yourself in regards to your ability. We’re more than happy to help, but there are 
only so many things we can do from the other end of a phone / computer. If in doubt, 
discuss the install with us before you dive in. Improper installation could cause injury 

and / or death!

Required tools:
• Phillips screwdriver
• Trim panel tools

1. Begin by removing the top portion of the 
steering column shroud. On NAs you will 
need to remove three screws from below 
the lower portion of the steering column 
shroud (1). On NBs, the top portion of the 
steering column shroud can just be pulled 
off.

2. Now remove the gauge hood. On NAs, 
remove the two screws that retain the 
shroud to the dash, one on either side of 
the steering wheel (2). Now carefully pull 
the gauge hood straight back toward the 
rear of the car. The NA hoods are easy to 
break, so take extra care. On NBs, there 
no fasteners, so pull straight back toward 
the rear of the car to remove the hood.

3. With the hood off, you will have access to 
the four screws that hold the gauge cluster 
into the dash (3). Remove the screws and 
disconnect the wiring connectors. On NAs 
only, you will also need to remove the 
speedo cable from the cluster before you 
can remove the cluster.

4. With the gauge cluster removed you will 
have access to the four gauge cluster  
bulb sockets (4). On NBs, if you opted for 
the odometer bulb as well it is indicated 
here (5).

5. Install the new LED bulbs and reassemble 
in the order opposite of the disassembly.
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